ATLANTIC INTRACOASTAL WATERWAY
MAINTENANCE DREDGING
NASSAU COUNTY REACH I, FLORIDA

APPENDIX A
11" x 17" Project Drawings
ATLANTIC INTRACOASTAL WATERWAY MAINTENANCE DREDGING
NASSAU COUNTY, FLORIDA

LOCATION MAP
N.T.S.

VICINITY MAP
1" = 8,000' (22x34)
1" = 16,000' (11x17)

DRAWING INDEX
C-1 TITLE SHEET
C-2 PROJECT OVERVIEW
C-3 DREDGEING PLAN -- CUTS 27G, 27H, & 27J
C-4 DREDGEING PLAN -- CUTS 27K & 27L
C-6 DREDGEING PLAN -- CUTS A, B & C
C-6 MARINA DREDGING PLAN ALTERNATIVE 1
C-7 MARINA DREDGING PLAN ALTERNATIVE 2
C-8 CROSS-SECTIONS
C-9 CROSS-SECTIONS
C-10 CROSS-SECTIONS
C-11 CROSS-SECTIONS
C-12 DMMA NA-1 PLAN
C-13 DMMA DU-2 PLAN
C-14 EROSION CONTROL DETAILS

DRAFT

TAYLOR ENGINEERING INC.
10151 DEERWOOD PARK BLVD.
BLDG. 300, SUITE 300
JACKSONVILLE, FLORIDA 32256
(904)-731-7040

CERTIFICATE OF AUTHORIZATION # 4815
1675 PALM BEACH LAKES, SUITE 210
WEST PALM BEACH, FLORIDA 33401
(561)-640-7310

ANTON FLEWELLING
5/25/2017 7:23:09 PM
X:\sys\Projects\c2015-048 FIND Nassau Reach 1\Construction\c2015-048-C-Title Sheet.dwg

SUNSHINE STATE ONE CALL OF FLORIDA
SUNSHINE 811 - ALWAYS CALL 811 BEFORE YOU DIG
1-800-638-4097

ATTENTION: DRAWINGS ARE NOT IN FINAL FORM BUT ARE BEE ENTRANES FOR USE/REVIEW. THESE DRAWINGS ARE NOT FOR CONSTRUCTION OR CONSTRUCTION PURPOSES.
DIMENSIONS:

- SCALE: 1" = 200' ('22x4')
- VERT. SCALE: 1" = 2' (11x17')

LEGEND:

- EXISTING GRADE
- PROPOSED GRADE
- ZONE
- PREDICTED SUBMERGENCE
- TEMPLATES (1/2" MILLIMETERS)
- PROPOSED MATERIAL
- DREDGING OR DE-PLUGGING
- REDUCTION BY DREDGING

PROJECT TITLE:
ATLANTIC INTRACOASTAL WATERWAY MAINTENANCE DREDGING
NAASSAU COUNTY, FLORIDA

DRAWING TITLE:
SUNSHINE 811 - ALWAYS CALL 811 BEFORE YOU DIG
1-800-853-8900

PRELIMINARY DRAFT: THIS DOCUMENT IS FOR REVIEW PURPOSES ONLY. IT IS NOT A FINAL PLANS LEVEL DOCUMENT AND MAY BE REVISED.

TRANSMITTED FOR AGENCY REVIEW.

CROSS-SECTIONS

C-9
EROSION CONTROL

5. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

6. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

7. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

8. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

9. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

10. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

11. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

12. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

13. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

14. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

15. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

16. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

17. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

18. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

19. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

20. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

21. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

22. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

23. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

24. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

25. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

26. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

27. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

28. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

29. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

30. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

31. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

32. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

33. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

34. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

35. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

36. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

37. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

38. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

39. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

40. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

41. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

42. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

43. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

44. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

45. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

46. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

47. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

48. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

49. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

50. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

51. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

52. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

53. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.

54. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

55. Erosion control measures shall be maintained for the entire construction period and only when areas have been stabilized.

56. Silt fences and filter barriers shall be inspected immediately after deployment and used at permanent bodies of water.

57. Silt fences and filter barriers shall meet the requirements of the preceding paragraphs and extend over vernaline.

58. Erosion control measures include but are not limited to turbidity curtains, silt fences, and sedimentation basins.

59. Erosion control measures shall be placed to contain all points of erosion and sediment after completion of disturbed areas not including roadways and wetlands.

60. Throughout the duration of the project, erosion and sediment control measures shall be maintained according to federal, state, and local regulations and comply with state water quality criteria for stormwater discharge.