




















































CALHOUN COUNTY ROAD DEPARTMENT 
 

SPECIAL PROVISION 
FOR 

HOT MIX ASPHALT (HMA) APPLICATION ESTIMATE 
 
 
CCRD: BJK 1 of 1 05/03/2022 

 
a. General. This work shall be done in accordance with the requirements of Section 501 of 

the Michigan Department of Transportation’s 2020 Standard Specifications for Construction 
except as herein specified. 

 
b. Construction Methods. HMA Mix shall be applied as shown in Section 501 of the 

Michigan Department of Transportation 2020 Standard Specifications. 

 The Performance Grade asphalt binder range for the HMA, 4EML and HMA, 5EML shall 
be 64-28. 

 The uniform rate of application of Bond Coat material shall be 0.05 to 0.15 gal. per syd. 
Bond Coat shall not be a separate pay item. 

 
c. Materials. The HMA, 4EML and HMA, 5EML shall meet the gradation as specified in 

Special Provision 20SP 501(I)-01, except the air void shall be 3%. 

 
AWI > 260 

 
The Bond Coat material shall be SS-1h, per Section 501.03 of the Michigan Department of 
Transportation 2020 Standard Specifications. 



CALHOUN COUNTY ROAD DEPARTMENT 
 

SPECIAL PROVISION 
FOR 

MAINTAINING TRAFFIC 
 
CCRD: BJK 1 of 2  05-03-22  
 

a. Description. Traffic maintenance during construction shall be in accordance with 
Section 104.11 of the Michigan Department of Transportation 2020 Standard Specifications for 
Construction. All signs, barricades, and other traffic control devices shall be in accordance with 
the 2011 Michigan Manual of Uniform Traffic Control Devices (MMUTCD). 

  
b. Construction Influence Area. The Construction Influence Area (CIA) shall consist of 

the project right of way five-hundred (500) feet in all directions. 
 

c. Traffic Control Devices and Restrictions. All traffic control devices and their usage 
must conform to Part 6 of the MMUTCD. The Contractor must review, adjust, and maintain all 
traffic control devices on a daily basis. The Contractor must notify the Engineer at least twenty-
four (24) hours in advance of erecting construction zone signing. Access to all businesses and 
residences must be maintained at all times and work must be coordinated with the Engineer. 
 
The Contractor must maintain all traffic control devices and is responsible for reviewing the 
adequacy and condition of all traffic control devices at least once per day for the duration of the 
project. Replacement and repair of the traffic control devices will be restricted to daylight hours. 
All signs damaged as a result of the Contractor’s operations must be replaced by the Contractor 
at their expense. 
 
No work will be allowed on Sundays or holidays and all work must be performed during the 
daylight hours unless otherwise approved by the Engineer. 
 
The holiday period within the project time frame is: 
 

 Memorial Day - 3:00 pm, Friday, 05/27/22 to 6:00 am, Tuesday, 05/31/22  
 Independence Day - 3:00 pm, Friday, 07/01/22 to 6:00 am, Tuesday, 07/05/22 
 Labor Day - 3:00 pm, Friday, 09/02/22 to 6:00 am, Tuesday, 09/06/22 

 
3½ Mile: 
 
The road will be closed to thru traffic while construction is underway. Temporary signs and 
barricades shall be placed according to the Temporary Signage Detail included in the proposal. 
These temporary signs and barricades shall be maintained until the project is complete. During 
road work operations, local traffic shall be maintained at all times. 
 
4 Mile: 
 
A minimum of a single lane of traffic shall be maintained. Place the arrow panel, signs, and 
channelizing taper for the traffic regulator operation a location approved by the Engineer for 
adequate visibility by oncoming traffic. Distance between traffic regulators shall not exceed 1 
mile and delay time shall not exceed 15 minutes. If delay time is longer than 15 minutes, the 
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distance between traffic regulators shall be reduced. 
 
Utilize W8-1 (Bump), W8-17 (Shoulder Drop Off Symbol), W8-23 (No Shoulder) signs as 
necessary throughout construction to alert motorists of roadway conditions.  

 
d. Measurement and Payment. Items necessary for maintaining traffic being measured 

and paid for separately include: 
 

 Pay Item  Pay Unit  
  
 Minor Traf Devices ............................................................................................. Lump Sum  
 Traf Regulator Control ........................................................................................ Lump Sum 
 Lighted Arrow, Type C, Furn ....................................................................................... Each 
 Lighted Arrow, Type C Oper ....................................................................................... Each 
 Channelizing Device, 42 inch, Fluorescent, Furn ........................................................ Each 
 Channelizing Device, 42 inch, Fluorescent, Oper ....................................................... Each 
 Sign, Type B, Temp, Prismatic, Furn .............................................................. Square Foot 
 Sign, Type B, Temp, Prismatic, Oper .............................................................. Square Foot 
 Barricade, Type III, High Intensity, Lighted, Furn ........................................................ Each 
 Barricade, Type III, High Intensity, Lighted, Oper ....................................................... Each 
 
Signing for lane closures, if applicable, shall be in accordance with the Michigan Department of 
Transportation maintaining traffic typical drawings WZD-125E, WZD-100A, M0020a, and 
M0140. 
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MICHIGAN 
DEPARTMENT OF TRANSPORTATION 

 
SPECIAL PROVISION 

FOR 
RECYCLED HOT MIX ASPHALT MIXTURE ON LOCAL AGENCY PROJECTS 

 
CFS:KPK 1 of 2 APPR:JWB:CJB:02-26-20 

FHWA:APPR:03-02-20 
 
Add the following subsection to subsection 501.02.A.2 of the Standard Specifications for 
Construction. 
 

c. Reclaimed Asphalt Pavement (RAP) and Binder Grade Selection.  The method for 
determining the binder grade in HMA mixtures incorporating RAP is divided into three 
categories designated Tier 1, Tier 2 and Tier 3.  Each tier has a range of percentages that 
represent the contribution of the RAP binder toward the total binder, by weight.  The tiers 
identified below apply to HMA mixtures with the following exception: Superpave mixture 
types EML, EML High Stress, EMH, EMH High Stress, and EH, EH High Stress used as 
leveling or top course must be limited to a maximum of 27 percent RAP binder by weight 
of the total binder in the mixture. 

 
Recycled materials may be used as a substitute for a portion of the new materials required 
to produce HMA mixtures in accordance with contract. 

 
● Tier 1 (0% to 17% RAP binder by weight of the total binder in the mixture).  No 

binder grade adjustment is made to compensate for the stiffness of the asphalt binder 
in RAP. 

 
● Tier 2 (18% to 27% RAP binder by weight of the total binder in the mixture).  For 

all mixtures no binder grade change will occur in Tier 2 for all shoulder and temporary 
road mixtures. 

 
Ensure the required asphalt binder grade is at least one grade lower for the low 
temperature than the design binder grade required for the specified project mixture 
type.  Lowering the high temperature of the binder one grade is optional.  For example, 
if the design binder grade for the mixture type is PG 58-22, the required grade for the 
binder in the HMA mixture containing RAP would be a PG 52-28 or a PG 58-28. 

 
For Marshall Mixes, no binder grade change will be required when Average Daily 
Traffic (ADT) is above 7000 or Commercial Average Daily Traffic (CADT) is above 
700.  No binder grade change will occur for EL mixtures used as leveling or top course. 

 
The asphalt binder grade can also be selected using a blending chart for high and low 
temperatures.  Supply the blending chart and the RAP test data used in determining 
the binder selection according to AASHTO M323. 

 
● Tier 3 (≥ 28% RAP binder by weight of the total binder in the mixture).  The binder 

grade for the asphalt binder is selected using a blending chart for high and low 
temperatures per AASHTO M323.  Supply the blending chart and the RAP test data 
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used in determining the binder selection. 
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MICHIGAN 
DEPARTMENT OF TRANSPORTATION 

 
SPECIAL PROVISION 

FOR 
ACCEPTANCE OF HOT MIX ASPHALT MIXTURE ON LOCAL AGENCY PROJECTS 
 
CFS:KPK 1 of 7 APPR:CJB:JWB:02-26-20 

FHWA:APPR:03-13-20 
 

a. Description.  This special provision provides sampling and testing requirements for local 
agency projects using the roller method and the nuclear density gauge testing.  Provide the hot 
mix asphalt (HMA) mixture in accordance with the requirements of the standard specifications, 
except where modified herein. 
 

b. Materials.  Provide aggregates, mineral filler (if required), and asphalt binder to produce 
a mixture proportioned within the master gradation limits shown in the contract, and meeting the 
uniformity tolerance limits in Table 1. 
 

Table 1:  Uniformity Tolerance Limits for HMA Mixtures 

Parameter Top and Leveling Course Base Course 

Number Description Range 1 (a) Range 2 Range 1 (a) Range 2 

1 % Binder Content -0.30 to +0.40 ±0.50 -0.30 to +0.40 ±0.50 

2 %
 

P
a
s
s
in

g
 

# 8 and Larger Sieves ±5.0 ±8.0 ±7.0 ±9.0 

# 30 Sieve ±4.0 ±6.0 ±6.0 ±9.0 

# 200 Sieve ±1.0 ±2.0 ±2.0 ±3.0 

3 Crushed Particle Content (b) Below 10% Below 15% Below 10% Below 15% 

a. This range allows for normal mixture and testing variations.  The mixture must be proportioned to 
test as closely as possible to the Job-Mix-Formula (JMF). 

b. Deviation from JMF. 

 
 
Parameter number 2 as shown in Table 1 is aggregate gradation.  Each sieve will be evaluated 
on one of the three gradation tolerance categories.  If more than one sieve is exceeding Range 1 
or Range 2 tolerances, only the one with the largest exceedance will be counted as the gradation 
parameter. 
 
The master gradation should be maintained throughout production; however, price adjustments 
will be based on Table 1.  Aggregates which are to be used in plant-mixed HMA mixtures must 
not contain topsoil, clay, or loam. 
 

c. Construction.  Submit a Mix Design and a JMF to the Engineer.  Do not begin production 
and placement of the HMA until receipt of the Engineer’s approval of the JMF.  Maintain the binder 
content, aggregate gradation, and the crushed particle content of the HMA mixture within the 
Range 1 uniformity tolerance limits in Table 1.  For mixtures meeting the definition of top or 
leveling course, field regress air void content to 3.5 percent with liquid asphalt cement unless 
specified otherwise on HMA application estimate.  For mixtures meeting the definition of base 
course, field regress air void content to 3.0 percent with liquid asphalt cement unless specified 
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otherwise on HMA application estimate. 
 
Ensure all persons performing Quality Control (QC) and Quality Assurance (QA) HMA field 
sampling are “Local Agency HMA Sampling Qualified” samplers.  At the pre-production or 
preconstruction meeting, the Engineer will determine the method of sampling to be used.  Ensure 
all sampling is done in accordance with MTM 313 (Sampling HMA Paving Mixtures) or MTM 324 
(Sampling HMA Paving Mixtures Behind the Paver).  Samples are to be taken from separate 
hauling loads. 
 
For production/mainline type paving, obtain a minimum of two samples, each being 20,000 grams, 
each day of production, for each mix type.  The Engineer will sample and maintain possession of 
the sample.  Sampling from the paver hopper is prohibited.  Each sample will be divided into two 
10,000 gram parts with one part being for initial testing and the other part being held for possible 
dispute resolution testing.  Obtain a minimum of three samples for each mix type regardless of 
the number of days of production. 
 
Obtain samples that are representative of the day’s paving.  Sample collection is to be spaced 
throughout the planned tonnage.  One sample will be obtained in the first half of the tonnage and 
the second sample will be obtained in the second half of the tonnage.  If planned paving is reduced 
or suspended, when paving resumes, the remaining sampling must be representative of the 
original intended sampling timing. 
 
Ensure all persons performing testing are Bit Level One certified or Bit QA/QC Technician 
certified. 
 
Ensure daily test samples are obtained, except, if the first test results show that the HMA mixture 
is in specification, the Engineer has the option of not testing additional samples from that day. 
 
At the pre-production or preconstruction meeting, the Engineer and Contractor will collectively 
determine the test method for measuring asphalt content (AC) using MTM 319 (Determination of 
Asphalt Content from Asphalt Paving Mixtures by the Ignition Method) or MTM 325 (Quantitative 
Extraction of Bitumen from HMA Paving Mixtures).  Back calculation will not be allowed for 
determining asphalt content. 
 
Ensure all labs performing local agency acceptance testing are qualified labs per the HMA 
Production Manual and the Michigan Quality Assurance Procedures Manual, and participate in 
the MDOT round robin process, or they must be AASHTO Materials Reference Laboratory 
(AMRL) accredited for AASHTO T30 or T27, and AASHTO T164 or T308.  Ensure on non-National 
Highway System (NHS) routes, Contractor labs are made available, and may be used, but they 
must be qualified labs as previously stated.  Contractor labs may not be used on NHS routes.  
Material acceptance testing will be completed by the Engineer within 14 calendar days, except 
holidays and Sundays, for projects with less than 5,000 tons (plan quantity) of HMA and within 7 
calendars days, except holidays and Sundays, for projects with 5,000 tons (plan quantity) or more 
of HMA, after the Engineer has obtained the samples.  QA test results will be provided to the 
Contractor after the Engineer receives the QC test results.  Failure on the part of the Engineer or 
the laboratory to provide QA test results within the specified time frame does not relieve the 
Contractor of their responsibility to provide an asphalt mix within specifications. 
 
The correlation procedure for ignition oven will be established as follows.  Asphalt binder content 
based on ignition method from MTM 319.  Gradation (ASTM D5444) and Crushed particle content 
(MTM 117) based on aggregate from MTM 319.  The incineration temperature will be established 
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at the pre-production meeting.  The Contractor will provide a laboratory mixture sample to the 
acceptance laboratory to establish the correction factor for each mix.  Ensure this sample is 
provided to the Engineer a minimum of 14 calendar days prior to production. 
 
For production/mainline type paving, the mixture may be accepted by visual inspection up to a 
quantity of 500 tons per mixture type, per project (not per day).  For non-production type paving 
defined as driveways, approaches, and patching, visual inspection may be allowed regardless of 
the tonnage. 
 
The mixture will be considered out-of-specification, as determined by the acceptance tests, if for 
any one mixture, two consecutive tests per parameter, (for Parameter 2, two consecutive 
aggregate gradations on one sieve) are outside Range 1 or Range 2 tolerance limits.  If a 
parameter is outside of Range 1 tolerance limits and the second consecutive test shows that the 
parameter is outside of Range 2, then it will be considered to be a Range 1 out-of-specification.  
Consecutive refers to the production order and not necessarily the testing order.  Out-of-
specification mixtures are subject to a price adjustment per the Measurement and Payment 
section of this special provision. 
 
Contractor operations will be suspended when the mixture is determined to be out-of-
specification, but contract time will continue to run.  The Engineer may issue a Notice of Non-
Compliance with Contract Requirements (Form 1165), if the Contractor has not suspended 
operations and taken corrective action.  Submit a revised JMF or proposed alterations to the plant 
and/or materials to achieve the JMF to the Engineer.  Effects on the Aggregate Wear Index (AWI) 
and mix design properties will be taken into consideration.  Production and placement cannot 
resume until receipt of the Engineer’s approval to proceed. 
 
Pavement in-place density will be measured using one of two approved methods.  The method 
used for measuring in-place density will be agreed upon at a pre-production or preconstruction 
meeting. 
 
Pavement in-place density tests will be completed by the Engineer during paving operations and 
prior to traffic staging changes.  Pavement in-place density acceptance testing will be completed 
by the Engineer prior to paving of subsequent lifts and being open to traffic. 
 
Option 1 - Direct Density Method 
 
Use of a nuclear density gauge requires measuring the pavement density using the Gmm from 
the JMF for the density control target.  The required in-place density of the HMA mixture must be 
92.0 to 98.0 percent of the density control target.  Nuclear density testing and frequency will be 
in accordance with the MDOT Density Testing and Inspection Manual. 
 
Option 2 - Roller Method 
 
The Engineer may use the Roller Method with a nuclear or non-nuclear density gauge to 
document achieving optimal density as discussed below. 
 
Use of the density gauge requires establishing a rolling pattern that will achieve the required in-
place density.  The Engineer will measure pavement density with a density gauge using the Gmm 
from the JMF for the density control target. 
 
Use of the Roller Method requires developing and establishing density frequency curves, and 
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meeting the requirements of Table 2.  A density frequency curve is defined as the measurement 
and documentation of each pass of the finished roller until the in-place density results indicate a 
decrease in value.  The previous recording will be deemed the optimal density.  The Contractor 
is responsible for establishing and documenting an initial or QC rolling pattern that achieves the 
optimal in-place density.  When the density frequency curve is used, the Engineer will run and 
document the density frequency curve for each half day of production to determine the number of 
passes to achieve the maximum density.  Table 5, located at the end of this special provision, can 
be used as an aid in developing the density frequency curve.  The Engineer will perform density 
tests using an approved nuclear or non-nuclear gauge per the manufacturer’s recommended 
procedures. 
 

Table 2:  Minimum Number of Rollers Recommended Based on Placement Rate 

Average Laydown Rate, 
Square Yards per Hour 

Number of Rollers Required (a) 

Compaction Finish 

Less than 600 1 1 (b) 

601 - 1200 1 1 

1201 - 2400 2 1 

2401 - 3600 3 1 

3601 and More 4 1 
a. Number of rollers may increase based on density frequency curve. 
b. The compaction roller may be used as the finish roller also. 

 
 

After placement, roll the HMA mixture as soon after placement as the roller is able to bear without 
undue displacement or cracking.  Start rolling longitudinally at the sides of the lanes and proceed 
toward the center of the pavement, overlapping on successive trips by at least half the width of 
the drum.  Ensure each required roller is 8 tons minimum in weight unless otherwise approved by 
the Engineer. 
 
Ensure the initial breakdown roller is capable of vibratory compaction and is a maximum of 500 
feet behind the paving operations.  The maximum allowable speed of each roller is 3 miles per 
hour (mph) or 4.5 feet per second.  Ensure all compaction rollers complete a minimum of two 
complete rolling cycles prior to the mat temperature cooling to 180 degrees Fahrenheit (F).  
Continue finish rolling until all roller marks are eliminated and no further compaction is possible.  
The Engineer will verify and document that the roller pattern has been adhered to.  The Engineer 
can stop production when the roller pattern is not adhered to. 
 

d. Measurement and Payment.  The completed work, as described, will be measured and 
paid for using applicable pay items as described in subsection 501.04 of the Standard 
Specifications for Construction, or the contract, except as modified below. 
 
Base Price.  Price established by the Department to be used in calculating incentives and 
adjustments to pay items and shown in the contract. 
 
If acceptance tests, as described in section c. of this special provision, show that a Table 1 mixture 
parameter exceeds the Range 1, but not the Range 2, tolerance limits, that mixture parameter 
will be subject to a 10 percent penalty.  The 10 percent penalty will be assessed based on the 
acceptance tests only unless the Contractor requests that the 10,000 gram sample part retained 
for possible dispute resolution testing be tested.  The Contractor has 4 calendar days from receipt 
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of the acceptance test results to notify the Engineer, in writing, that dispute resolution testing is 
requested.  The Contractors QC test results for the corresponding QA test results must result in 
an overall payment greater than QA test results otherwise the QA tests will not be allowed to be 
disputed.  The Engineer has 4 calendar days to send the dispute resolution sample to the lab 
once dispute resolution testing is requested.  The dispute resolution sample will be sent to an 
independent lab selected by the Local Agency, and the resultant dispute test results will be used 
to determine the penalty per parameter, if any.  Ensure the independent lab is a MDOT QA/QC 
qualified lab or an AMRL HMA qualified lab.  The independent lab must not have conflicts of 
interest with the Contractor or Local Agency.  If the dispute testing results show that the mixture 
parameter is out-of-specification, the Contractor will pay for the cost of the dispute resolution 
testing and the contract base price for the material will be adjusted, based on all test result 
parameters from the dispute tests, as shown in Table 3 and Table 4.  If the dispute test results do 
not confirm the mixture parameter is out-of-specification, then the Local Agency will pay for the 
cost of the dispute resolution testing and no price adjustment is required. 
 
If acceptance tests, as described in section c. of this special provision, show that a Table 1 mixture 
parameter exceeds the Range 2 tolerance limits, the 10,000 gram sample part retained for 
possible dispute resolution testing will be sent, within 4 calendar days, to the MDOT Central 
Laboratory for further testing.  The MDOT Central Laboratory’s test results will be used to 
determine the penalty per mixture parameter, if any.  If the MDOT Central Laboratory’s results do 
not confirm the mixture parameter is out-of-specification, then no price adjustment is required.  If 
the MDOT Central Laboratory’s results show that the mixture is out-of-specification and the 
Engineer approves leaving the out-of-specification mixture in place, the contract base price for 
the material will be adjusted, based on all parameters, as shown in Table 3 and Table 4. 
 
In the case that the Contractor disputes the results of the test of the second sample obtained for 
a particular day of production, the test turn-around time frames given would apply to the second 
test and there would be no time frame on the first test. 
 
The laboratory (MDOT Central Laboratory or independent lab) will complete all Dispute 
Resolution testing and return test results to the Engineer, who will provide them to the Contractor, 
within 13 calendar days upon receiving the Dispute Resolution samples. 
 
In all cases, when penalties are assessed, the penalty applies to each parameter, up to two 
parameters, that is out of specification. 
 

Table 3:  Penalty Per Parameter 
Mixture Parameter out-

of-Specification per 
Acceptance Tests 

Mixture Parameter out-of-
Specification per Dispute Resolution 

Test Lab 
Price Adjustment per Parameter 

No N/A None 

Yes 

No None 

Yes 

Outside Range 1 but not Range 2: 
decrease by 10% 

Outside Range 2:  decrease by 25% 

 
 
The quantity of material receiving a price adjustment is defined as the material produced from the 
time the first out-of-specification sample was taken until the time the sample leading to the first 
in-specification test was taken. 
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Each parameter of Table 1 is evaluated with the total price adjustment applied to the contract 
base price based on a sum of the two parameter penalties resulting in the highest total price 
adjustment as per Table 4.  For example, if three parameters are out-of-specification, with two 
parameters outside Range 1 of Table 1 tolerance limits, but within Range 2 of Table 1 limits and 
one parameter outside of Range 2 of Table 1 tolerance limits and the Engineer approves leaving 
the mixture in place, the total price adjustment for that quantity of material is 35 percent. 
 

Table 4:  Calculating Total Price Adjustment 

Cost Adjustment as a Sum of the Two Highest Parameter Penalties 

Number of Parameters 
Out-of-Specification 

Range(s) Outside of Tolerance 
Limits of Table 1 per Parameter 

Total Price Adjustment 

One 
Range 1 10% 

Range 2 25% 

Two 

Range 1 and Range 1 20% 

Range 1 and Range 2 35% 

Range 2 and Range 2 50% 

Three 

Range 1, Range 1 and Range 1 20% 

Range 1, Range 1 and Range 2 35% 

Range 1, Range 2 and Range 2 50% 

Range 2, Range 2 and Range 2 50% 
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Table 5:  Density Frequency Curve Development 
 
Tested by: ____________________________________ Date/Time:  ________________________ 
 

Route/Location: Air Temp: 
Control Section/Job Number: Weather: 
Mix Type: Tonnage: Gauge: 
Producer: Depth: Gmm: 

 
Roller #1 Type: 

Pass No. Density Temperature Comments 
1    
2    
3    
4    
5    
6    
7    
8    

Optimum    
 
Roller #2 Type: 

Pass No. Density Temperature Comments 
1    
2    
3    
4    
5    
6    
7    
8    

Optimum    
 
Roller #3 Type: 

Pass No. Density Temperature Comments 
1    
2    
3    
4    
5    
6    
7    
8    

Optimum    
 
Summary:  __________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
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MOUNT SIGN ON OPEN FACE OF

2 REQUIRED

5/16" BOLTS 

2 REQUIRED

5/16" BOLTS

2 REQUIRED

5/16" BOLTS 

2 REQUIRED

5/16" BOLTS

(WITH SPLICE)

3 lb. U - CHANNEL STEEL POST
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7/16"

NOTES:

UPPER POSTDRIVEN POST

TRAFFIC FLOW
5/16" BOLT

SPACER DETAIL

3/4" O.D.

3/8" I.D.

SPACER THICKNESS

SECTION A-A

1. THE SPACER THICKNESS SHALL BE 1/16" LESS THAN THE GAP BETWEEN THE POST 

   WHEN POSITIONED IN THE UNBOLTED CONFIGURATION.

2. THE EXTERIOR BOLT (CLOSEST TO LAP), SPACER, WASHER, AND NUT SHALL BE 

   INSTALLED IN A PREPUNCHED HOLE 1" to 2" FROM THE END OF THE LAP.

3. THE INTERIOR BOLT (FARTHEST FROM LAP), SPACER, WASHER, AND NUT SHALL BE 

   INSTALLED IN THE NEXT PREPUNCHED HOLE.  

4. THE DRIVEN POST SHALL ALWAYS BE MOUNTED IN FRONT OF THE UPPER POST

   WITH RESPECT TO THE ADJACENT ONCOMING TRAFFIC, REGARDLESS OF THE 

   DIRECTION THE SIGN IS FACING.

5. THE SPLICE LAP SHALL BE FASTENED BY FOUR-5/16" DIA. GALVANIZED A449 BOLTS

   (SAE J429 GRADE 5) OR GALVANIZED A325 BOLTS.

       6   11

(WITH SPLICE)

3 lb. U - CHANNEL STEEL POST

O.D. 3/4" MIN., I.D. 3/8" MAX. 

REQUIRED FOR ALL BOLTS

7/16" SPACER 
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3# POST

VARIES VARIES VARIES

A

A

SECTION A-A

FRONT

1. MATERIAL: 12 GAUGE CARBON STEEL.

3. FINISH-AFTER STAMPING AND PUNCHING,

   GALVANIZE ACCORDING TO CURRENT

3 1/2"

1 3/4" 1 3/4"

7/16" DRILL

2
 

1
/
4
"

EQUAL TO POST THROAT

OPENING DIMENSION

2. TOLERANCE ON ALL DIMENSIONS  0.0625"

   SPECIFICATIONS FOR ZINC (HOT 

   GALVANIZE) COATINGS ON PRODUCTS 

FABRICATED FROM PLATES OR STRIPS 

+
-

NOTES:  (FOR STEEL SIGN REINF' PLATE)

.
4
4
"

.
4
4
"

.
6
2
"

.
6
2
"

0.19" R

PLYWOOD (TYPE II) OR ALUMINUM SHEET (III) SIGN

STEEL SIGN REINFORCING PLATE

SIGN TO 3 lb. POST CONNECTION

3 lb. U - CHANNEL STEEL POST SIGN CONNECTION

REQUIRED FOR TYPE III SIGNS ONLY

5/16" DIAMETER GALVANIZED BOLT
AND NUT

 FLAT WASHER

   WZD-100-A          7   11

(TYP. ALUMINUM SHEET [TYPE III] SIGN ONLY)

REINFORCING PLATE

SELF-ALIGNING STEEL
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4
"

1
8
"

(4" X 6"  (NOMINAL) POST) 1 1/2" DIA. 2 HOLES

(6" X 8"  (NOMINAL) POST) 3 1/2" DIA. 2 HOLES

4
2
"
 

M
I

N
.

8" DIA. AUGERED HOLE FOR 4" X 6" POST

10" DIA. AUGERED HOLE FOR 6" X 8" POST

5•" OR 7•" (ACTUAL)

SAW CUT DETAIL

6
"

5 1/2 " OR 7 1/2" ACTUAL

TRAFFIC FLOW

 
1

4
"

WOOD POST DETAILS

(MULTIPLE POST INSTALLATIONS)

TRAFFIC FLOW

SIGN PANEL

CONSTRUCTION.

THE STANDARD SPECIFICATIONS FOR

SECTION 912 OF THE CURRENT EDITION OF

WOOD POST SHALL BE IN CONFORMANCE TO

   WZD-100-A          8   11

LAYERS, TAMPING EACH LAYER.

EXISTING MATERIAL IN FIVE EQUAL

AUGERED HOLE.  IF AUGERED, BACKFILL WITH

THE POST MAY BE DRIVEN OR PLACED IN AN
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L
E
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S
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I

N

(FOR 6" X 8" NOMINAL POST) 1 1/2"

(FOR 4" X 6" NOMINAL POST) 1"

CENTERED ON POSTS.

HOLES ARE TO BE 

DRILLED BREAKAWAY 

DIRECT EMBEDMENT DETAILS

WOOD POST BREAKAWAY HOLES/

11/2/2017
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POST ASSEMBLIES

EXCLUDE SAW CUT ON SINGLE
SAME AS BOLT ABOVE

TYPE II AND TYPE III SIGNS

END VIEW REAR VIEW

C OF POST

1 1/2"
(TYP.)

P
A

N
E

L

W
I

D
T

H

TOP VIEW

LENGTH ALL EXTRUSIONS.

L

1/2"

O
.

0
1
5
"
 
(

T
Y

P
.
)

12"

2
"
 
(

T
Y

P
.
)

4" X 6" (NOMINAL) OR 6" X 8" (NOMINAL) WOOD POST

ON APPROX. 24" CENTERS FULL

TYPE I SIGN

WOOD POST CONNECTIONS

TYPE I SIGN - ERECTION DETAILS

6
"

L

1/6 SIGN LENGTH

     (TYP.)

3/8" DIA.  GALVANIZED BOLTS

   WZD-100-A          

(TYP.)

1 1/2"

(TYP.)

STIFFENER ANGLE

SPACING

HOLE

TYPICAL 

ALIGNMENT OF PANELS.

USED TO FACILITATE 

O
N
 

S
H

E
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5

S
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E
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E
 

5
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X
.

6
"
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.

1
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M
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X
.

6
"
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N
.

TYP.

2"

BOLT HOLES MAY BE

1/2" X 3/4" ELONGATED 

M
A

X
.

3
0
"

M
A

X
.

3
0
"

CORNER RADIUS (TYP.)

0.040" EXTERIOR 

(ALUM.) x SIGN HEIGHT

L 2" X 2" X 1/4"

STIFFENER ANGLE-  

FOR CONSTRUCTION

SPECIFICATIONS

PER MDOT STANDARD

ALUMINUM EXTRUSION

SIGNS

ALUMINUM SHEET (TYPE III)

PLYWOOD (TYPE II) OR

(TYPE I) SIGN

ALUMINUM EXTRUSION

SAW CUT

FLAT WASHER

GALVANIZED 

HEX. HD. BOLT

3/8" DIA. GALVANIZED

NYLON INSERT LOCKNUT

GALVANIZED

FLAT WASHER

GALVANIZED 

NYLON INSERT LOCKNUT (TYP.).

WASHERS & GALVANIZED 

2 GALVANIZED FLAT

3/8" DIA. GALVANIZED BOLT, 

BE INSTALLED ON EITHER SIDE OF EACH POST.

ALUMINUM L 4" X 3" X 3/8" ANGLES MAY

GALVANIZED BOLTS.

C OF HOLES FOR 3/8" DIA.

ALIGNMENT OF ALUMINUM ANGLES.  

HOLES MAY BE USED TO FACILITATE 

1/2" X 3/4" ELONGATED BOLT 

EACH PANEL.   

BOLT STIFFENER ANGLE TO

NYLON INSERT LOCKNUTS.  

& GALVANIZED

GALVANIZED FLAT WASHERS 

RECTANGULAR FLAT BOLTS,

GALVANIZED 3/8" DIA. 
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ANCHOR SLEEVE
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SQUARE TUBULAR STEEL POST
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TUBE SIZE = 2•" X 2•"

WALL THICKNESS = 12 GA 
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S
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S

SIGN POST

TUBE SIZE = 2" x 2"

WALL THICKNESS =12 OR 14 GA

2
"
 

M
A

X
.

INSERT CONNECTION HARDWARE

(PER MANUFACTURER'S

SPECIFICATIONS)

   WZD-100-A   
       

SIGN CONNECTION LOCATIONS.

ANCHOR/POST CONNECTION AND

HOLES OPTIONAL EXCEPT FOR 
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1. A MAXIMUM OF TWO POSTS WITHIN A 7 FOOT PATH IS PERMITTED.

GENERAL NOTES:

3. ALL POSTS SHALL BE EMBEDDED A MINIMUM OF 42".

2. ALL SIGN POSTS SHALL COMPLY WITH NCHRP 350.

13. POSTS SHALL NOT EXTEND MORE THAN 4" ABOVE TOP OF SIGN.

10. REMOVE SIGN POSTS AND/OR POST STUBS IN THEIR ENTIRETY WHEN NO LONGER 

    REQUIRED.

11. ALL LABOR, MATERIALS, AND EQUIPMENT, INCLUDING TEMPORARY SUPPORTS 

12. SAW CUTS IN WOOD POSTS ARE TO BE PARALLEL TO THE BOTTOM OF THE SIGN.

4. BRACING OF POST IS NOT PERMITTED.

5. SIGN SHALL BE LEVEL, AND UPRIGHT FOR THE DURATION OF INSTALLATION.

6. ERECT POSTS SO THE SIGN FACE AND SUPPORTS DO NOT VARY FROM PLUMB

   BY MORE THAN 3/16" IN 3'.   PROVIDE A  CENTER-TO-CENTER DISTANCE 

   BETWEEN POSTS WITHIN 2 PERCENT OF PLAN DISTANCE.

7. NO MORE THAN ONE SPLICE PER POST, AS SHOWN, WILL BE PERMITTED.

8. POST TYPES SHALL NOT BE MIXED WITHIN A SIGN SUPPORT INSTALLATION.

   WZD-100-A          

   THROUGH SIGN LEGEND OR SYMBOLS ARE PERMITTED IN SIGN

9. NO VERTICAL JOINTS ARE PERMITTED IN SIGN.  NO HORIZONTIAL JOINTS

11  11
11/2/2017

    REQUIRED TO INSTALL, MAINTAIN, RELOCATE, AND/OR REMOVE THE TEMPORARY

    SIGN, INCLUDING SUPPORTS, ARE CONSIDERED TO BE INCLUDED IN THE COST

    OF THE TEMPORARY SIGN.

14. TEMPORARY WOOD SUPPORTS DO NOT REQUIRE PRESERVATIVE TREATMENT.
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 ECH      

  MWB   

ENGINEER OF DEVELOPMENT

Traffic Control Devices

 Temporary 

WZD-125-E 1   3
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6" MIN.

12" MAX.1
'
-
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"
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'
-
8
"

45

8'-0"

o

(12 REQUIRED)

1" MIN. O.D. STEEL FLAT LOCK WASHER

…" - 16 STEEL HEX NUT

…" - 16 STEEL HEX BOLT
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-
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"
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"

6
"
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"

6" MIN.

12" MAX.1
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-
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"

1
'
-
8
"

45

8'-0"

o

(12 REQUIRED)

1" MIN. O.D. STEEL FLAT LOCK WASHER

…" - 16 STEEL HEX NUT

…" - 16 STEEL HEX BOLT

3
"

FRONT ELEVATION SIDE VIEW

FRONT ELEVATION SIDE VIEW

PERFORATED SQUARE STEEL TUBE OPTION

BI-DIRECTIONAL RIGHT DIRECTIONALLEFT DIRECTIONAL

8
"

T
Y

P
.

8
"

T
Y

P
.

ANGLE IRON OPTION

(12 GAGE)

SQUARE STEEL TUBE

1ƒ" PERFORATED 

(10 GAGE)

1•" x 1•" ANGLE

C
-

C
C
-

C
C
-

C
C
-

C

ƒ" HOLLOW EXTRUDED RIGID POLYOLEFIN

ƒ" HIGH DENSITY POLYETHYLENE OR

ƒ" ACX PLYWOOD OR

BARRICADE RAIL MAY BE

ƒ" HOLLOW EXTRUDED RIGID POLYOLEFIN

ƒ" HIGH DENSITY POLYETHYLENE OR

ƒ" ACX PLYWOOD OR

BARRICADE RAIL MAY BE

CLOSURES

(TYPICAL)

ORANGE

REFLECTORIZED

(TYPICAL)

SILVER (WHITE)

REFLECTORIZED 

(TYPICAL)

SILVER (WHITE)

REFLECTORIZED 

(TYPICAL)

ORANGE

REFLECTORIZED

BARRICADE RAIL SHEETING OPTIONS

TYPE III BARRICADES

(12 GAGE)

2" SQUARE STEEL TUBE

4'-0" - 6'-0"

4'-0" - 6'-0"

(12 GAGE)

2" SQUARE STEEL TUBE8
"

O
R

6
"

2" x 2" x ‰" ANGLE

2" x 2" x ‚" ANGLE OR OF BASE

WELD TO CENTER 

OF BASE

WELD TO CENTER 

8
" 1•" x 1•" ANGLE (10 GAGE)

2" x 2" x ‰" ANGLE OR

2" x 2" x ‚" ANGLE OR

http://safety.fhwa.dot.gov/roadway_dept/road_hardware/wzd.htm

 

Other Type III Barricades meeting current NCHRP crash worthy criteria can be found on the FHWA Safety website at

(SPECIAL DETAIL) 1/18/11

THROUGH UPRIGHT AND RAIL 

WITH VANDAL RESISTANT HARDWARE 

LIGHTWEIGHT WARNING LIGHT ATTACHED 

THROUGH UPRIGHT 

WITH VANDAL RESISTANT HARDWARE 

LIGHTWEIGHT WARNING LIGHT ATTACHED 
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6'-0"

6
"

(4 REQUIRED)

STEEL HEX BOLT WITH Œ" NUT

…" x 2•" -  16 ZINC COATED 

1" ON CENTER, ALL FOUR SIDES

PSST STEEL TUBING WITH …" HOLES 

12 OR 14 GAGE GALVANIZED UPRIGHT  

1ƒ" x 1ƒ" x 9'-0"  

REFLECTIVE SHEETING

3'-4"

PLACED 6" FROM BOTTOM OF UPRIGHT

1" ON CENTER, ALL FOUR SIDES   

PSST STEEL TUBING WITH …" HOLES

12 GAGE GALVANIZED SLEEVE

2" x 2" x 3'-0"  

ON THREE SIDES

IRON BY ‚" x 2" WELDS 

ATTACH STUB TO ANGLE 

FOR INSERTING UPRIGHT

6" HIGH (12 GAGE)

2" SQUARE STEEL TUBE 

FRONT ELEVATIONSIDE VIEW

TEMPORARY SIGN SUPPORT

(WARNING LIGHT PLACED ON SIDE CLOSEST TO TRAFFIC)

1
"
 
-
 

2
"

(
T

Y
P
.
)

Z-BRACKET DETAIL

1‚"

1ƒ"

14 GAGE STEEL

3"

1•"1•"

Œ" DIA. HOLE

1
‡

"
1

‡
"

3
ƒ

"

PLACED IN OUTERMOST SLOT

AND BATTERY MUST BE 

OF SIGN A MINIMUM OF 1" 

MUST PROTRUDE FROM EDGE

WARNING LIGHT HOUSING

FROM THE EDGE LINE OF THE PANEL 

WITH BOLT PROTECTION CUP.    LOCATE BOLT  2" IN 

Z-BRACKET ATTACHED WITH  •" x 4" HALF MOON BOLT 

WITH  6 VOLT SINGLE LANTERN TYPE BATTERY HELD BY 

LIGHTWEIGHT (3.3 LBS. MAX.) WARNING LIGHT TYPE A 

2" x 2" x ‰" ANGLE *

2" x 2" x ‚" ANGLE OR

* SIGN STAND IS BALLASTED WITH FOUR OR MORE 35 LB SANDBAGS.  A MINIMUM OF ONE ON EACH END.

UPRIGHTS SHALL NOT EXTEND ABOVE THE SIGN PANEL.

(OPTIONAL)

INSERTED IN THE HOLE OF PANEL

NYLON WASHER (SEE DETAIL BELOW)

TIGHTENED TO CUP WASHER

AND 1•" FLAT WASHER ˆ" THICK

STEEL HEX BOLT WITH Œ" NUT 

…" x 3" - 16 ZINC COATED 

1‚" DIA. HOLE IN PANEL FOR

OPTIONAL NYLON WASHER

…" DIA. HOLE

„"1„"

(MEDIUM DENSITY OVERLAY PLYWOOD)

48" x 48" x •" PANEL

http://safety.fhwa.dot.gov/roadway_dept/road_hardware/wzd.htm

 

Other temporary sign supports meeting current NCHRP crash worthy criteria can be found on the FHWA Safety website at
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   WZD-125-E   

NOTES:

PLASTIC DRUM

A
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P
R
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X
.
 

3
'
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"

REMAINDER OF DRUM

2" MAX.

NON REFLECTORIZED ORANGE

REFLECTORIZED WHITE

REFLECTORIZED ORANGE

3
0
"
 

M
A

X
.

(
S

E
E
 

N
O

T
E
)

18" MIN.

0
 

T
O
 

4
"

SYMBOLS TO BE USED ON PLANS

EXISTING TYPE III BARRICADE

 

PROPOSED TYPE III BARRICADE

 

PLASTIC DRUM

TRAFFIC CONTROL DEVICE.    

SO THEY WILL NOT  COVER OR OBSTRUCT ANY  REFLECTIVE PORTION OF THE 

ACHIEVE STABILITY OF THE BARRICADE.   THE SANDBAGS SHALL BE PLACED 

SANDBAGS SHALL BE USED  WHEN SUPPLEMENTAL WEIGHTS  ARE REQUIRED TO 

SPECIFICATIONS FOR CONSTRUCTION.

SENSITIVE  REFLECTIVE SHEETING  ACCORDING TO THE  CURRENT STANDARD 

SIGNS, BARRICADES, AND PLASTIC DRUMS SHALL BE FACED WITH PRESSURE-

SHALL BE ORANGE IN COLOR AND EQUAL IN WIDTH.

THE HORIZONTAL REFLECTORIZED ORANGE AND WHITE STRIPES

STRIPE BEING ORANGE. NON REFLECTORIZED SPACES BETWEEN

ALTERNATING  IN COLOR WITH  THE TOPMOST REFLECTORIZED

STRIPES  (2 ORANGE AND 2 WHITE)  OF 6" UNIFORM WIDTH,

DRUMS  SHALL HAVE AT LEAST 4 HORIZONTAL REFLECTORIZED

NOTE:

3   3
1/18/11

OF PLASTIC DRUMS FOR PLACEMENT OF TEMORARY CONCRETE BARRIER.

DIVIDED ROADWAY, AND R-126-SERIES FOR TYPICAL LOCATION AND SPACING 

SEE ROAD STANDARD PLANS  R-113-SERIES FOR TEMPORARY CROSSOVERS FOR 

CONTRACT ON TYPE III BARRICADES.

SPECIFICATIONS FOR CONSTRUCTION AND ALL OTHER PROVISIONS IN THE

WARNING LIGHTS SHALL  BE PLACED ACCORDING TO  THE CURRENT STANDARD

HORIZONTAL BASE OF THE TYPE III BARICADE. 

2"  PERFORATED SQUARE STEEL TUBES  MAY BE  USED TO  FABRICATE  THE

    (SPECIAL DETAIL)    
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W20-4

AHEAD

ROAD

ONE LANE

W20-7a

W20-1

ROAD

WORK

AHEAD

D
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D
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D

D

W20-7a

W20-4

AHEAD

ROAD

ONE LANE

S
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O
U

L
D

E
R

S
H

O
U

L
D

E
R

W
O
R
K
 
A
R
E
A
 
V
A
R
I
E
S

KEY

REGULATORS, NO SPEED REDUCTION

LANE IS CLOSED UTILIZING TRAFFIC

A TWO-LANE TWO-WAY ROADWAY WHERE ONE

TYPICAL TEMPORARY TRAFFIC CONTROL FOR

2
0
0
 
f
t

1
0
0
 
f
t
 
 
T
O

100 ft MAXIMUM

50 ft TO

PLUS ADDITIONAL R2-1’s

THROUGHOUT WORK AREA

ARE NOT IN PLACE.

CROSSROADS IF PERMANENT SIGNS

INDICATED AND AFTER ALL MAJOR

PLACE THROUGHOUT WORK AREA AS

ARE NOT IN PLACE.

CROSSROADS IF PERMANENT SIGNS

INDICATED AND AFTER ALL MAJOR

PLACE THROUGHOUT WORK AREA AS

D

D

BEGINS

ZONE

WORK

R5-18c

BEGINS

ZONE

WORK

R5-18c

ROAD WORK

END

ROAD WORK

END

SPEED
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X X
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LIMIT
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W20-1

ROAD

WORK

AHEAD

W3-4

TO STOP

PREPARED

BE

TYPICAL M0030a-M0080a.

DEPICTED ON THE APPROPRIATE

ADVANCE WORK ZONE SIGNING AS

PLACE THIS SIGN ALONG WITH THE

SPEED LIMIT

REFLECTS EXISTING 

TYPICAL M0030a-M0080a.

DEPICTED ON THE APPROPRIATE

ADVANCE WORK ZONE SIGNING AS

PLACE THIS SIGN ALONG WITH THE

W3-4

TO STOP

PREPARED

BE
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9. ALL TRAFFIC REGULATORS SHALL BE PROPERLY TRAINED AND SUPERVISED.

10. ALL TRAFFIC REGULATORS’ CONDUCT, THEIR EQUIPMENT, AND TRAFFIC REGULATING PROCEDURES SHALL CONFORM

TO THE CURRENT EDITION OF THE MICHIGAN MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MMUTCD) AND THE

CURRENT EDITION OF THE MDOT HANDBOOK ENTITLED "TRAFFIC REGULATORS INSTRUCTION MANUAL."

11. WHEN TRAFFIC REGULATING IS ALLOWED DURING THE HOURS OF DARKNESS, APPROPRIATE LIGHTING SHALL BE

PROVIDED TO SUFFICIENTLY ILLUMINATE THE TRAFFIC REGULATOR’S STATIONS.

13. WHEN INTERSECTING ROADS OR SIGNIFICANT TRAFFIC GENERATORS (SHOPPING CENTERS, MOBILE HOME PARKS, ETC.)

OCCUR WITHIN THE ONE-LANE TWO-WAY OPERATION, INTERMEDIATE TRAFFIC REGULATORS AND APPROPRIATE

SIGNING SHALL BE PLACED AT THESE LOCATIONS.

15. THE HAND HELD (PADDLE) SIGNS REQUIRED BY THE MMUTCD TO CONTROL TRAFFIC WILL BE PAID FOR AS PART OF

FLAG CONTROL.

REGULATORS, NO SPEED REDUCTION

LANE IS CLOSED UTILIZING TRAFFIC

A TWO-LANE TWO-WAY ROADWAY WHERE ONE

TYPICAL TEMPORARY TRAFFIC CONTROL FOR

9A. IN ANY OPERATION INVOLVING MORE THAN ONE TRAFFIC REGULATOR, ONE PERSON SHOULD BE DESIGNATED AS HEAD

TRAFFIC REGULATOR.

SIGN SIZES

THE MAXIMUM DISTANCE BETWEEN THE TRAFFIC REGULATORS SHALL BE NO MORE THAN 2 MILES IN LENGTH UNLESS

RESTRICTED FURTHER IN THE SPECIAL PROVISIONS FOR MAINTAINING TRAFFIC.  ALL SEQUENCES OF MORE THAN 2

MILES IN LENGTH WILL REQUIRE WRITTEN PERMISSION FROM THE ENGINEER BEFORE PROCEEDING.

12E.

28E. THE TRAFFIC REGULATORS SHOULD BE POSITIONED AT OR NEAR THE SIDE OF THE ROAD SO THAT THEY ARE SEEN

CLEARLY AT A MINIMUM DISTANCE OF 500 FEET.  THIS MAY REQUIRE EXTENDING THE BEGINNING OF THE LANE

CLOSURE TO OVERCOME VIEWING PROBLEMS CAUSED BY HILLS AND CURVES.

2. ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.

DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED

ADJUSTING AS DIRECTED BY THE ENGINEER.

3.

3A. THE "WORK ZONE BEGINS" (R5-18c) SIGN SHALL BE USED ONLY IN THE INITIAL SIGNING SEQUENCE IN THE WORK

ZONE.  SUBSEQUENT SEQUENCES IN THE SAME WORK ZONE SHALL OMIT THIS SIGN AND THE QUANTITIES SHALL BE

ADJUSTED APPROPRIATELY.

CON:AE:djf

BMM:CRB       M0140a   

PW RD/TS/Typicals/Signs/MT NON FWY/M0140a.dgn    

 2    2 

R2-1 REGULATORY   - 48" x 60"

R5-18c REGULATORY - 48" x 48"

DIAMOND WARNING   - 48" x 48" 
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4A. THE MAXIMUM RECOMMENDED DISTANCE(S) BETWEEN CHANNELIZING DEVICES IN THE TAPER AREA(S) SHOULD BE 15

FEET AND SHOULD BE EQUAL IN FEET TO TWICE THE POSTED SPEED IN MILES PER HOUR IN THE PARALLEL AREA(S).

1H.

M0020aSEE        FOR "D" VALUES.

D = DISTANCE BETWEEN TRAFFIC CONTROL DEVICES

AND LENGTH OF LONGITUDINAL BUFFERS

NOTES

14. ADDITIONAL SIGNING AND/OR ELONGATED SIGNING SEQUENCES SHOULD BE USED WHEN TRAFFIC VOLUMES ARE

SIGNIFICANT ENOUGH TO CREATE BACKUPS BEYOND THE W3-4 SIGNS.

10/04/2011    

6.

FLASHER, SHOWN ON THE WARNING SIGNS, SHALL BE POSITIONED ON THE SIDE OF THE SIGN NEAREST THE ROADWAY.

WHEN CALLED FOR IN THE FHWA ACCEPTANCE LETTER FOR THE SIGN SYSTEM SELECTED, THE TYPE A WARNING 

FOR OVERNIGHT CLOSURES, TYPE III BARRICADES SHALL BE LIGHTED.5.

7.

ONLY DESIGNS AND MATERIALS APPROVED BY MDOT WILL BE ALLOWED.

SPECIFICATIONS FOR CONSTRUCTION, THE STANDARD PLANS AND APPLICABLE SPECIAL PROVISIONS.

MICHIGAN MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, THE CURRENT EDITION OF THE STANDARD

SHALL MEET NCHRP 350 CRASHWORTHLY REQUIREMENTS STIPULATED IN THE CURRENT EDITION OF THE

ALL TEMPORARY SIGNS, TYPE III BARRICADES, THEIR SUPPORT SYSTEMS AND LIGHTING REQUIREMENTS
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