Location Address:

Applicant's Nama:

Date Submitted:

2x4 Trusses 24" QIC

Snow load at # 30 PSF
Roof Covering
Felt158Min.____
Roof Sheathing______

2%__ Rafters___ 0OIC

Facla
Soffit

Double Top Plate 2x____
Siding
Sheathing

Sludding2x [ _ OIC

Sill Plate 2x____ .

One Couise Of 8" or Equal Cement Blocks
Above Grade '

4£2" Below Grade

8" Min,

2%___Ridge Board
Cne Size Larger Than Raflers

2% ColarTe __OIC .~ —

./-

2x___Ceilng Joist___OIC

Garage_: Door Headers Up to 10 Foot2 2x
Over 10 Foot Engineered Header Required

Fire Séparation Required on Wealls Common to Dwelling
¥ Gypsum Drywall From Foundation to Bottom of Reof

- Deck, Taped and Nail Head§ Covered. One Opening Into
-Dwelling: 3/4 Hour Rated Door Without Glass All Other

Ogenings to Be Closed.

1% Bolts 6 O/C Or Tie Downs MFG. REQ. 42* OIC
Not More Than 127 From Corners

All (')_rg‘an'iq Removed and Filled With Tamped Sand
6 Ml Vapor Barrier Required if Attached To Dwelling

Trenched Feoting Min. 0" Wide @2500 PSI Scit Berring

Sample Attached Garage Construction Detail

— Show pitch of roof and wall height

SAMPLE DRAWINGS — Not to Scale

Dimensions if shown are typical construction standards. Change dimensions to reflect your project
and show compliance with the 2003 Michigan Residential Building Code.




